










ALLESTIMENTO

DIFFUSORI
PLAYER MULTICANALE

DB L80D

- Tipologia: Speaker attivo 2 Vie
- Risposta in frequenza [-10dB]: 90Hz - 20kHz
- Max SPL: 112dB
- Driver HF: Tweeter 1” a cupola, coassiale
- Direzionalità: 85 x 75°
- Driver LF: 2x 4”
- Amplificatore: Classe D, Digipro
- Potenza: 80W (PRG)
- Raffreddamento: Convezione
- Processore: DSP 24bit / 48kHz
- Preset di sistema: 8
- Limiter: Dual Peak Attivo, RMS, Termico
- Input: 1x XLR Line In/Mic, 1x jack 6,3mm
	 1x RCA Cinch AUX con Volume Ctrl
- Ingresso microfono: Si
- Output: 1x jack 6,3mm
- Presa di Alimentazione: VDE
- Tensione di alimentazione: 110-120 - 220-240V
- Telaio: Polipropilene PP
- Angoli: Uso come monitor a 60°
- Punti di sospensione: 2x M5 sul lato, 2x M5 sul fondo
- Dimensioni: 155 x H265 x 1800mm
- Peso: 3,75kg

http://www.dbtechnologies.com/it/prodotti/mini-box/minibox-l-80d-p2308.aspx

Tsunami Super WAV Trigger
con aggiunta di 8 uscite  bilanciate

“Based on a new generation ARM Cortex m7, the Tsunami 
extends polyphony to 32 mono or 18 stereo simultaneous 

uncompressed 44.1kHz, 16-bit tracks. Each track can 
start, pause, resume, loop and stop independently, and 
can have its own volume setting, allowing you to cre-
ate the perfect interactive mix of music, dialog and 

sound effects. The Tsunami also supports true seamless 
looping over an arbitrary track length.”

https://www.sparkfun.com/products/13810


